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  Broadcast mixer AEV MMS3000 

 

 
 
 
MMS 3000 is AEV's new born of the MMS series, a console that made Radio Stations' 
history. 
MMS 3000 has a modern design that makes it more suitable for new studios' fashion and it is 
provided with MMS well know reliability. It has a modular configuration that allows a 
customized configuration to one's exact needs and possible changes for future modifications. 
MMS 3000 can be as well provided with AEV's internal telephone hybrids or connected to 
any other external: this makes it a perfect and complete console for Radio Stations. 

General overview: 

�  All Balanced inputs and outputs 
�  Modular 16 channel Mixer 
�  Input modules: Mic-Line, Line-Line and telephone hybrid 
�  A/B input control 
�  100 mm Sliders 
�  Mic Input with insert I/O and Phantom Supply 
�  GPIs and GPOs (optional) 
�  Two band tone module to control analog input modules (available only with MIC/LIN & LIN/LIN) 
�  Telephone opto-coupled hybrid with Digital Echo-canceller plug , parametric tone control (optional) 
�  Meeting function on telephone hybrid (PGM and UTL) 
�  3 independent bus (PGM, UTL, AUX ) stereo outputs 
�  3 independent Analog Stereo Outputs (PGM, UTL and AUX)  
�  CUE Bus  
�  Control Room and Studio modules with monitor mode selector  
�  Control Room and Studio out with mute logic  
�  2 Analog stereo VU meters: PGM (fix) and automatic CUE metering (switched)  
�  2 stereo inputs for external sources  
�  Integrated “Control Studio Fader” controls 


